Aluminum Electrolytic Capacitors

CD1 1(0 Standard,For General Purpose
Series
@ For general purpose CD81<—— [o{sk R —>CD110X
Wide temp. Miniature
@ Load life of 2000 hours at 85C
m Specifications
Item Characteristics

Operating Temperature Range | Ur<400V:-40C ~ +85C Ur=450V:-25C ~ +85C

Rated Voltage Range 6.3V~450V

Nominal Capacitance Range 0.1 pF~15000 u F

Capacitance Tolerance M (£ 20%) (20°C,120Hz)

6.3V~100V 160V~450V
Leakage Current 1<0.01CrUr or 3( u A),whichever is greater. 1<0.03CrRUR +10( u A)
Cr:Nominal capacitance (u F)  Ur:Rated voltage(V) (20C, after 5 minutes)

Ur (V) 6.3 10 16 25 35 50 63 | 100 |160~250| 350 | 400 | 450

Dissipation Factor (Max) tan & 0.22 | 020 | 0.16 | 0.14 | 0.12 | 0.10 | 0.09 | 0.08 0.18 0.20 | 0.20 | 0.23
0.02 is added to every 1000 u F increase over 1000 p F.

(20°C,120Hz)

Ur (V) 6.3 10 16 25~100 160~250 350~400 | 450
Low Temperature Stability Z(—25QC) / Z(+20°C) 4 3 2 2 3 6 6
(Impedance Ratio)
Z(-40C)/ Z(+20C) 8 6 4 3 4 6 —
(120Hz)

After 2000 hours' application of rated voltage with rated ripple current at 85°C, the capacitors shall
meet the following requirement:

. Capacitance change Within + 20% of the initial value .
Load Life
Dissipation factor Not more than 200% of the initial specified value.
Leakage current Not more than the initial specified value.
Shelf Life After storage for 1000 hours at +85C the capacitors shall meet the requirement of load life above .
Cap. Freq. 50Hz 120Hz 300Hz 1kHz 10kHz~
0.1 uF~6.8uF 0.65 1.00 1.35 1.75 2.30
Rated Ripple Current &
L 10uF~68uF 0.75 1.00 1.25 1.50 1.75
Frequency Multipliers
100 u F~1000 u F 0.80 1.00 1.15 1.30 1.40
1500 p F~ 0.85 1.00 1.03 1.05 1.08
Rated Ripple Current & Temperature +50C +70C +85C
Temperature Multipliers Multipliers 1.50 1.07 1.00
B Dimensions mm
Sleeve Safety Vent D +05 £1.0
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Aluminum Electrolytic Capacitors

CD1 10 Series

m Nominal capacitance,rated voltage,rated ripple current and case size table

Ur(V) 6.3 10 16 25 35 50 63

c ttem DxL I~ DxL [~ DxL I~ DxL I~ DxL I~ DxL I~ DxL I~
R( [ F) mm mm mm mm mm mm mm
0.1 5x 11 5 5x 11 6
0.15 5x11 6 5x11 7
0.22 5x11 8 5x11 9
0.33 5x11 10 5x 11 11
0.47 5x11 12 5x 11 13
0.68 5x11 15 5x11 15
1.0 5x11 18 5x 11 19
1.8 5x11 23 5x11 23
2.2 5x11 | 26 | 5x11 | pg | 5x11 | og
3.8 5x11 32 5x 11 34 5x11 34
4.7 5x11 33 | 5x11 | 38 | 5x11 | 40 | 5x11 41
6.8 5x11 40 | 5x11 | 46 | 5x11 | 48 | 5x11 | 49
10 511 47 | 5x11 49 | 5x11 | 56 | 5x11 | 5g | 5x11 | go
15 5x11 | 57 | 5x11 | 59 | 5x11 | g | 5x11 | 70 | 6.3x11 | 82
22 5x11 60 | 5x11 70 | 5x11 72 | 5x11 | 83 | 5x11 | 85 | 8x11.5| 108
33 5x11 62 | 5x11 74 5x11 86 | 5x11 88 5x11 | 102 | 6.3x11 | 117 | 8x11.5 | 147
47 5x11 70 | 5x11 | 89 | 5x11 | 135| 5x11 | 108 | 6.3x11 | 137 | 8x11.5 | 162 | 8x11.5 | 175
68 5x11 85 | 5x11 | 107 | g 3411 | 140 | 6.3x11 | 147 | 8x11.5 | 181 |[10x12.5| 227 |10x12.5| 219
100 5x11 | 102 | 5x11 | 130 | 6.3x11 | 185 | 8x11.5 | 195 | 8x11.5 | 213 [10x12.5| 267 | 10x16 | 308
150 6.3x11 | 170 | 6.3x11 | 180 | gy 11.5 | 220 | 8x11.5 | 241 |[10x12.5| 282 | 10x16 | 320 | 10x20 | 361
220 6.3x11 | 210 | 8x11.5 | 252 | 8x11.5 | 265 [10x12.5| 344 | 10x16 | 395 | 10x20 | 439 |12.5%x20| 480
330 8x11.5 | 282 | 8x11.5 | 296 |10x12.5| 376 | 10x16 | 450 | 10x16 | 501 |12.5x20| 601 |12.5%25| 716
470 | 8x11.5 | 326 [10x12.5| 390 [10x12.5| 450 | 10x16 | 553 | 10x20 | 659 [12.5x25| 773 | 16x25 | 905
680 |10x12.5| 450 [10x12.5| 470 | 194 1g | 580 |12.5x20| 712 |12.5x25| 863 | 16x25 |1041|16x31.5| 960
1000 | 10x16 | 549 | 10x16 | 658 | 10x20 | 798 |12.5%x20| 976 | 16x25 |1165|16x31.5|1375|16x35.5( 1304
1500 | 10x20 | 880 | 10x20 | 910 |12 5%x20| 972 | 16x25 |1304|16x31.5| 1501 |16x35.5|1647
2200 |12.5x20|1010|12.5x20|1090|12.5x25| 1321| 16x25 | 1571|16x31.5|1816 |18x35.5|/2113
3300 [12.5x25|1200|12.5x25|1440| 15425 | 1700|16x31.5|1997|18%x35.5|2302
4700 16x25 | 1567 | 16x25 [1790|1x31.5|2112|16x35.5 | 2463
6800 [16x31.5|1928|16x31.5|2283|18x35.5| 2600
10000 [16x31.5|2370(18x35.5(2710
15000 |18x35.5|2860 T Rated ripple current (mA rms ) (85°C,120Hz)




Aluminum Electrolytic Capacitors

CD1 10 Series

m Nominal capacitance,rated voltage,rated ripple current and case size table

Ur(V) 100 160 200 250 350 400 450
tem oL | DxL | | DxL || DxL | | DxL | | DxL | | DxL | |
Cr(u F) mm = mm = mm = mm = mm - mm - mm -
0.1 5x11 | 6

0.15 5x 11 7

0.22 5x11 9

0.33 5x 11 11

0.47 5x11 13 | 6.3x11| 16 | 6.3x11 | 16 6.3x11| 16 | 6.3x11 | 13

0.68 5x11 16 | 6.3x11 | 19 | 6.3x11 | 19 6.3x11 | 19 | 8x11.5 | 19

1.0 5x11 20 | 6.3x11 | 24 | 6.3x11| 24 6.3x11| 24 | 8x11.5 | 23 8x11.5| 25 |10x12.5| 26
1.5 5x11 24 | 6.3x11 | 30 6.3x11| 30 6.3x11| 30 |10x12.5| 33 |10x12.5| 35 10x16 | 32
2.2 5x 11 29 | 6.3x11 | 37 | 6.3x11| 37 8x11.5| 39 |10x12.5| 41 |10x12.5| 44 10x16 | 39
3.3 5x 11 36 | 8x11.5 | 45 | 8x11.5| 45 |10x12.5| 52 10x16 59 10x16 | 60 10x20 | 48
4.7 5x11 43 | 8x11.5 | 55 |10x12.5| 60 |10x12.5| 61 10x20 68 10x20 | 73 |12.5x20| 60

6.8 6.3x11 | 58 [10x12.5| 61 10x16 | 82 10x16 | 72 |12.5x20| 101 |12.5x25| 106 |12.5x25| 85

10 8x11.5 | 82 |10x12.5| 89 10x16 | 101 | 10x20 | 110 |[12.5x20| 123 | 12.5x25| 129 |12.5x25| 107

15 10x12.5| 110 | 10x16 | 120 | 10x20 | 130 |12.5x20| 141 | 16x25 | 160 | 16x25 | 150 |[16x31.5| 151

22 10x12.5| 135 | 10x20 | 162 |12.5x20| 178 |12.5x25| 192 | 16x25 | 198 |16x31.5| 211 |16x31.5| 178

33 10x16 | 186 |12.5x20| 215 [12.5x25| 233 | 16x25 | 237 |16x31.5| 285 | 16x31.5| 294 |18x35.5| 245

47 10x16 | 233 |12.5x25| 279 |12.5x25| 279 | 16x25 | 274 |18x35.5| 348 | 18x35.5| 371

68 12.5x20| 310 | 16x25 | 321 |16x31.5| 360 |16x31.5| 360

100 12.5x20| 377 |16x31.5| 432 |16x31.5| 501 | 18x35.5| 531

150 16x25 | 518 |16x35.5| 557 |18x35.5| 647

220 16x25 | 627 |{18x35.5| 795 | 18x40 | 831

330 16x31.5| 765 | 18x40 | 958

470 16x35.5/1010 T Rated ripple current (mA rms ) (85°C,120Hz)




	页面 1
	64CD110-2.pdf
	页面 1

	65CD110-3.pdf
	页面 1


