Aluminum Electrolytic Capacitors

Z|LF Extremely Low Impedance,Wide Voltage

Series
RLF

® Extremely low impedance at high frequecy U
ra
@ High reliability withstanding 5000 hours load 105C ﬁ Low imp.
CD288H —> ARl <—— CDZ12
- Specifications Low imp. Wide voltage.
Item Characteristics

Operating Temperature Range [ Ur<350V:-40C ~ +105C

‘ Ur=350V:-25C ~ +105C

Rated Voltage Range 6.3V~450V

Nominal Capacitance Range 0.22 y F~15000 u F

Capacitance Tolerance M (£ 20%) (20°C,120Hz)
Ur<100V Ur> 100V
Leakage Current <0.01CrUr or 3 p A,whichever is greater(2min.)
I<0.03CrUr or 4 p A,whichever is greater(1min.) 1<0.02CrUR +15 u A(5min.)

Cr:Nominal capacitance (u F)  Ur:Rated voltage(V)

Ur (V) 6.3 10 16 25 35 50 63 100 160~315 350~450
Dissipation Factor (Max) tan & 0.22 | 0.19 | 0.16 | 0.14 | 0.12 | 0.10 | 0.09 | 0.08 0.15 0.20
0.02 is added to every 1000 p F increase over 1000 u F.
(20°C,120Hz)
Ur (V) 6.3 10 16 25~100 160~250 315~450
Low Temperature Stability Z(-25°C) / Z(+20°C) 4 3 5 5 3 8
(Impedance Ratio)
Z(-40°C)/Z(+20°C) 8 6 4 3 4 —
(120Hz)

shall meet the following requirement:

After the following life time application of rated voltage with rated ripple current at 105°C, the capacitors

Capacitance change Within + 25% of the initial value .
) Dissipation factor Not more than 200% of the initial specified value.
Load Life
Leakage current Not more than the initial specified value.
Life time D=05, ©6.3 D=08 D=®10
Ur<100V 2000 hours 3000 hours 5000 hours
Ur> 100V 2000 hours
Shelf Life After storage for 1000 hours at +105C,the capacitors shall meet the requirement of load life above .
6.3V~100V
Cap. Freq. 120Hz 1kHz 10kHz 100kHz
047 uF~10uF 0.42 0.60 0.80 1.00
22uF~33uF 0.55 0.75 0.90 1.00
47 uF~330uF 0.70 0.85 0.95 1.00
Rated Ripple Current & 470 4 F~1000 u F 0.75 0.90 0.98 1.00
Frequency Multipliers 2200 y F~15000 1 F 0.80 0.95 1.00 1.00
160V~450V
Frequency 50, 60Hz 120Hz 1kHz 10kHz 100kHz
Coefficient 0.4 0.5 0.75 0.9 1.00
Un(V) Temperature +70C +85C +105C
Rated Ripple Current &
Temperature Multipliers 6.3~100 2.0 17 1.0
160~450 1.8 1.4 1.0




Aluminum Electrolytic Capacitors

ZLF Series

m Dimensions

(mm)
Sleeve  Safety Vent +05 £1.0
DJ 5 (63| 8 10 125 16 18
1® = } 11|11 [115[125/16 | 20 | 20 [ 25 | 25 [315]355)|355] 40
797&{:31,,,,,,,; ‘ F+05 2 |25 | 35 5 75
d+01[ 05 06 08
5min| 15min | L+amax _ 15 20
m Nominal capacitance,rated voltage,impedance,rated ripple current and case size table

(V) 6.3 10 16 25
4.7 5x 11 0.70 180
10 5x11 | 0.70 180 5x11 | 0.70 180
22 5x11 | 0.70 180 5x11 0.70 180 5x11 | 0.70 180 5x11 | 0.70 180
33 5x11 | 0.70 180 5x 11 0.70 180 5x11 | 0.70 180 5x11 | 0.70 180
47 5x11 | 0.65 180 5x11 0.65 180 5x11 | 0.65 180 5x11 | 0.65 180
100 5x11 | 0.65 180 5x11 0.65 180 | 6.3x11| 0.30 280 | 6.3x11| 0.30 280
150 6.3x11| 0.30 280 |6.3x11 | 0.30 280 | 6.3x11| 0.30 280 | 8x11.5| 0.14 450
220 6.3x11| 0.30 280 |6.3x11 | 0.30 280 | 8x11.5| 0.14 450 | 8x11.5| 0.14 450
330 6.3x11| 0.30 280 |8x11.5 | 0.14 450 | 8x11.5| 0.14 450 |10x12.5| 0.10 660
470 | 8x11.5| 0.14 450 |8x11.5 | 0.14 450 |10x12.5| 0.10 660 | 10x16 | 0.080 | 850
680 |10x12.5| 0.10 660 [10x12.5| 0.10 660 | 10x16 | 0.080 | 850 10x20 | 0.054 | 1100
1000 [10x12.5| 0.10 660 | 10x16 | 0.080 | 850 | 10x20 | 0.054 | 1100 |12.5x20| 0.050 | 1400
1500 | 10x20 | 0.054 | 1100 | 10x20 | 0.054 | 1100 [12.5x20| 0.050 | 1400 | 16x20 | 0.030 | 2100
2200 [12.5x20| 0.050 | 1400 |[12.5x20| 0.050 | 1400 |12.5x25| 0.038 | 1700 | 16x25 | 0.030 | 2100
3300 [12.5x20| 0.050 | 1400 [12.5x25| 0.038 | 1700 | 16x25 | 0.030 | 2100 |16x31.5| 0.025 | 2600
4700 | 16x25 | 0.030 | 2100 | 16x25 | 0.030 | 2100 |16x31.5| 0.025 | 2600 |18x35.5| 0.022 | 3000
6800 | 16x25 | 0.030 | 2100 [16x31.5| 0.025 | 2600 |18x35.5| 0.022 | 3000
10000 [16x31.5| 0.025 | 2600 |[16x35.5| 0.022 | 3000 ! Rated ripple current (mA rms )
15000 [16x35.5 | 0.022 | 3000 L (105, 100kHz)

Impedance(Q)(20°C,100kHz)




Aluminum Electrolytic Capacitors

ZLF Series

m Nominal capacitance,rated voltage,impedance,rated ripple current and case size table

Un(v) 35 50 63 100
0.22 5x11 8.0 18
0.47 5x11 5.0 25

1.0 5x11 35 40

2.2 5x 11 3.0 55 5x11 2.5 52
3.3 5x11 2.6 65 5x11 2.0 64 5x11 2.5 64
4.7 5x11 0.70 180 5x11 2.3 90 5x11 2.0 76 5x11 2.5 76
10 5x 11 0.70 180 5x11 1.4 120 5x11 2.0 111 6.3x11 1.0 128
22 5x 11 0.70 180 5x11 1.2 150 | 6.3x11 | 0.60 190 8x11.5| 0.60 224
33 5x 11 0.65 180 6.3x11| 0.60 200 | 6.3x11| 0.60 233 |10x12.5| 0.40 319
47 6.3x11 | 0.30 280 8x11.5 | 0.43 250 |8x11.5 | 0.50 328 10x16 | 0.30 417
100 | 8x11.5 | 0.14 450 | 8x11.5 | 0.24 340 | 10x16 | 0.12 456 |12.5x20| 0.15 570
150 | 8x11.5| 0.14 450 [10x12.5| 0.17 490 | 10x20 | 0.10 610 |12.5x25| 0.12 762
220 [10x12.5| 0.10 660 10x16 | 0.12 650 | 10x25 | 0.090 | 809 16x25 | 0.070 1048
330 10x16 | 0.080 | 850 10x20 | o0.10 810 [12.5x20| 0.085 | 1036 |16x31.5| 0.050 1404
470 10x20 | 0.054 | 1100 |12.5x20| 0.085 | 1100 | 16x20 | 0.050 | 1411 18x40 | 0.030 1980
680 |12.5x20| 0.050 | 1400 |12.5x25| 0.065 | 1200 | 16x25 | 0.043 | 1843

1000 [12.5x25| 0.038 | 1700 | 16x25 | 0.043 | 1600 |16x35.5| 0.025 | 1967

1500 16x25 0.030 2100 |[16x31.5| 0.038 2000 L Rated ripple current (mA rms)
2200 |16x31.5| 0.025 | 2600 |18x35.5| 0.034 | 2300 L (105C,100kHz)

3300 [18x35.5| 0.022 | 3000 Impedance(Q)(20°C,100kHz)




Aluminum Electrolytic Capacitors

ZLF Series

m Nominal capacitance,rated voltage,impedance,rated ripple current and case size table

Ur(V) 160 200 250
owpn| G |z | v [ o[ e [ v |8l e [ -

10 10x 20 3.5 300
22 10 x 20 1.3 440 10 x 20 1.5 440 12.5x20 2.3 480
33 10x20 1.3 565 12.5x20 0.91 590 12.5x25 1.7 630
47 12.5x20 0.91 725 12.5x20 0.91 780 12.5x25 1.7 630
68 12.5x20 0.63 950 12.5x25 0.63 950 16 x25 0.78 1000
100 16x25 0.27 1280 16x25 0.27 1280 16x31.5 0.63 1400
150 16x31.5 0.22 1300 18x25 0.27 1500 18x31.5 0.42 1450
220 16x31.5 0.22 1300 18x31.5 0.22 1700 18 x40 0.35 1485
330 18x31.5 0.22 1700

Rated ripple current (mA rms)

(105°C,100kHz)

Impedance(Q)(20°C,100kHz)

Ur(V) 350 400 450
ltem
DxL DxL DxL
Cr(u F) mm z [l= mm z I~ mm Z I~
8.3 10x20 6.5 150
4.7 12.5x20 3.6 200
10 10x20 2.9 180 10x20 2.9 180 12.5x25 2.5 315
22 12.5x20 2.1 270 12.5x25 1.3 300 16x25 1.7 570
33 16x20 0.91 600 16x25 0.91 600 16x31.5 1.1 620
47 16x25 0.73 700 16x25 0.73 700 18x31.5 0.93 900
68 16x31.5 0.49 1100 18x31.5 0.49 1100 18x35.5 0.71 980
100 18x31.5 0.40 1170 18x40 0.34 1250
Rated ripple current (mA rms )
(105C,100kHz)
Impedance(Q)(20°C,100kHz)
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